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Challenge JF Single Spindle Paper Drill
MACHJF

The Challenge JF paper 
drill features, auto trip 
side guides, back gauge 
with seven adjustable 
stop locations, and a 
drilling capacity 2’’. Also 
there are 13 different drill 
sizes available.

Adjustable Head Design

Cornering, slitting and slotting option 
attachments are also available.
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Features SPECS
• 2” Drilling Capacity: Drills up to 2” lifts of 

stock in a single stroke
• 13 Hollow Drill Bit Sizes: Hole sizes range 

from 1⁄8” to 1⁄2” diameters
• Auto - Trip Side Guide: For muliple hole 

patterns, the versatile backguage offers up 
to four adjustable stop locations (additonal 
adjustable stops sold separately). The auto-
trip feature automatically releases the paper 
guide to advance to the next stop setting 
upon the completion of each stroke cycle

• Adjustable Margins: Thumb screws easily 
lock the backgauge to the drill table. To 
adjust your margins simply loosen the 
screws and line up the gauge with the 
dual scales located on the drill table. Hole 
locations can be drilled up to a 4” margin 
from the edge of the paper

Actual size of holes; purple indicates sizes available in 21⁄2” length

Challenge JF
Single Spindle Paper Drill

Drilling Capacity 2"

Number Of Drills 1

Chip Collector Cup Yes

Adjustable Back Gauge Yes

Slide Guide Yes

Interchangeable Patterns Yes

Foot Pedal Operation Yes

Moveable Head Design Yes

Table Size 191⁄2” x 42”

Electrical Requirements 15 V / 60 Hz / 15 Amps

Machine Weight 154 lbs

Dimensions 32” x 42” x 60”
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