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FlexiCloser Electric Modular Wire Closer
MAFLEXICLOSER

The Akiles FlexiCloser 
Automatic wire closer is 
easy to use, reliable, and 
convenient wire closer. The 
Akiles FlexiCloser features 
an automatic wire closer 
that uses a smart detect 
system to quickly, easily, and 
precisely detect the wire size 
and adjust closing pressure to 
bind your document. 

LED Control Panel

The FlexiCloser features an LCD 
control panel, built-in wire holder, and 
much more to make your document 
binding production lightning fast and 
as simple as ever. 
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•	 Smart Detect System: Automatically detects 
and closes different sized wires with a simple 
press of a button.

•	 Built-In Safety Sensor: The safety sensor 
is built into the closing system for safe and 
trouble-free closing without risk of injury.

•	 LCD Control Panel: The LCD display and 
Micro-Adjust keypad guarantees a perfect 
closure with all wire types and brands.

•	 3:1 or 2:1 Pitch: Compatible with all 3:1 and 
2:1 wires, up to 1-1/2”.

•	 Wide Closing Width: Closes up to 12.5” 
wires.

•	 Magnetic Back: Aligns and holds the wire 
securely in place during the closing process.

•	 FlexiPunch Mount: Optional mount allows 
the FlexiCloser to be mounted on top of our 
FlexiPunch Modular Punch Machine.

•	 Built-In Wire Holder

Features

Flexicloser
Electric Modular Wire Closer

11”

2:1 & 3:1

Up to 1 1/2” 

Yes

Yes

Yes

14.5” x 10.5” x 5.75”

27lbs

115 V / 60 Hz

Electric

Paper Length

Pitch

Wire Thickness

Size Selector

Adjustable Crimp

Wire Closer

Dimensions

Weight

Electrical Req.

Operation

SPECS


