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Plasticoil Inserter ‘Roll-A-Coil’ Electric
MAPKROLLACOI

With Akiles Roll@Coil you save time, 

as it makes coil inserting surprisingly 

fast, effective and easy. It’s Ideal 

for businesses that demand 

professionalism and productivity. 

And a must for all binding centers 

with large workloads. This product 

is ideal for businesses that demand 

professionalism and productivity 

and is a must have for all binding 

centers with large workloads.

Alignment Channel

The Plasticoil Inserter ‘Roll-A-Coil’ 
Electric conforms the spine of larger 
documents to the koil shape, allowing 
for faster and easier insertion.
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•	 Diameter Scale: Helps to verify the coil 
diameter.

•	 Diameter Selector: To best select 
the correct coil diameter size to the 
corresponding thickness of the document.

•	 Alignment Channel: Aides in conforming the 
spine of larger documents to the coil shape, 
for a faster and easier insertion.

•	 Electric Roller Inserter (Foot pedal 
operated): Allows the free use of both 
hands and grants the operator complete 
rotating control of the roller. Drastically 
reduces time and costs by making the 
inserting surprisingly fast and easy.

•	 Pitch Identifier: Verifies that the coil pitch 
matches that of the punched document.

•	 Optional coil cutter crimper pliers are 
available

•	 Foot Pedal Operation

Features

Roll-A-Coil
Plasticoil Inserter 

11.5”

25 mm

Single

Yes

Yes

Yes

4” x 13” x 9”

14lbs

115 V / 60 Hz

Paper Length

Bind Thickness

Powered Roller

Coil Grid

Foot Pedal

U-Shaped Align

Dimensions

Weight

Electrical Req.

SPECS


