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Preferred Packaging PP1622MK Semi-Automatic
MASHEXCELPP1622MK

The first fully adjustable 
combination L-Sealer with 
attached shrink tunnel including 
the latest “Micro-Knife” 
Technology – No more seal wires 
to replace! The L-Sealer mounted 
on linear bearing easily moves 
forward or backward to center 
product into Tunnel discharge 
conveyor on L-Sealer and also 
adjusts up or down.

Easy Operation

Create professional wraps in a quick 
and easy fashion. Ideal for the office 
environment. Provides you with a way 
to create durable and attractive bound 
presentations & reports.
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Features SPECS
• Fully re-circulating air chambers
• AC variable speed drive, 0-60 fpm
• Live roller rod conveyor
• Automatic cool down with shut off
• Digital temperature control 0 to 400 degree 

with auto shutoff
• Anti-jam safety feature on conveyor
• Tunnel control panel lowers for easy access
• Linear bearings allow sealer to easily move 

forward or backward to center package 
into tunnel

• Pin wheel hole punch
• Cradle style film rack

PP1622MK
Semi-Automatic L-Sealer & Shrink Tunnel

Roll Width Capacity 20"

Machine Direction Right to Left

Wraps Per Min 8-12

Temperature Control Yes

Seal Time Control Yes

Variable Speed Belt Conveyor Yes

Dual Blower Motor/heater Yes

Dual Magnet Clamping Yes

Re-circulating Air Chamber Yes

Tunnel Cooldown and Shutoff Yes

Micro Knife Technology Yes

Pin Wheel Punch Yes

Anti Jam Feature Yes

Seal Size 16” x 22”

Tunnel Opening 28” x 18” x 8”

Electrical Req. 220 V / 45 Amps

Dimensions 103” x 32” x 62”

Shipping Weight 950 lbs


