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WireMac Electric Combo 3:1
MAWIWIREMACE

With its heavy duty punch motor 
and complete system of functions, 
Akiles WireMac-E 3:1 makes wire 
binding fast, easy, convenient and 
professional, making it the ideal 
partner for commercial volume 
workloads. The WireMac E is 
capable of punching up to 20 sheets 
per lift and includes a heavy duty 
wire closer capable of closing wire 
elements from 1/4’’ and 1-1/4’’.

Exceptional Efficiency

The WireMac-E provides efficiency and 
productivity. With its heavy duty punch 
motor and complete system of functions, 
the WireMac-E makes wire binding fast, 
easy, convenient and professional, making 
it the ideal partner for commercial volume 
workloads.
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•	 Die Disengagement Pins: For clean punching of 

different paper sizes without edge notching

•	 Side Margin Control: Provides evenly centered 

punching of all document sizes

•	 Wire Closer Control: Has an adjusting scale for 

exact and secure bind every time

•	 Open Punching Throat & Continuous Punching 

Guide: For easy alignment & punching of longer 

documents

•	 Wire Holder: Holds wire in place for easier 

inserting of sheets

•	 Diameter Scale: Measures document’s 

thickness in order to select best wire bind size

•	 Punching Margin Control

•	 Heavy-Duty Punch Motor

•	 Reverse (Anti-Jam) Function

Features

WireMac Electric Combo 3:1
Combo Electric Punch Manual Closer

14”

25

3:1

5/8” 

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Handle & Foot Pedal

19” x 18” x 17”

72lbs

115 V / 60 Hz

Manual / Electric

Paper Length

Punch Capacity 

Pitch

Wire Thickness

Size Selector

Adjustable Pins 

Margins

Anti-Jam

Waste Tray

Adjustable Crimp

Wire Closer

Control System

Dimensions

Weight

Electrical Req.

Operation

SPECS


